
1 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



2 
 

ENGLISH USER GUIDE INDEX  

Safety Ins tructions............................................................ ...................  

 

3 

Basic Features...... .... ... .. .............................. ........................................  4 

Product Content................. ......................... .........................................  4 

Technical Featuresééé.........................................................................  5 

Control Panel View........ . ......................................................................  6 

Equipment Incl.With the Product... . ........................................................  7 

User Instructions ........ . ............................................................. ......... ..  9 

Satellite Search Menu....... . ........ . .............................. ................ ............  10  

USALS Motor Settings................. . ............................. ................ .. ......... .  11  

UNICABLE I&II Setti ngsé................................................ ................ .. ....  12  

Diseq -C 1.2 Motor Setting........... .. ......................... ................ .. ....... .. .. ..  12  

Spectrum Analyser  Menu......................................... ................ .. . ...... .. ...  13  

Satellite Tp Control Menu........................................ ................ .. ....... .. ...  15  

Constellation Menu................................................. ................ .. ....... .. ...  16  

Cross Polarity Menu..................... . .......................... ................ .. ....... .. ...  17  

Multi -Level Menu......................... . .......................... ................ .. ....... .. ...  17  

Auto Port Search Menu........................................... ................ .. ....... .. ...  18  

Usb/Multimedia Menu............................................. ................ .. ....... .. ...  19  

Channel List Menu....................... . .......................... ................ .. ....... .. ...  20  

Satellite Settings M enu........................................... ................ .. ....... .. ...  21  

Device Settings Menu............................................. ................ .. ....... .. ...  22 

Troubleshooting..................................................... ................ .. ....... .. ...  24  

 

 

 

 

 

 

 



3 
 

SAFETY INSTRUCTIONS:   

Issues to be Observed:  

Make sure to observe the following instructions in order to prevent yourself 

and your device from incurring any harm.  

Pull out the charging cable before cleaning your device, and turn it off using 

the Power On/Off button, and clean it with a dry cloth.  

Do not use accessories or additional attachments that are not recommended 

by the manufacturer since it may damage your device or invalidate your device's 

warranty. Protect your device from i mpacts and falls while carrying it, otherwise it 

might be damaged. Make sure to carry your device in its bag and do not carry it 

in boxes such as toolbox and with equipment which may cause damage on it, 

otherwise your device's warranty will become void.  

Avoid using your device in outdoors in rainy and snowy weather, in order to 

protect it from contact with water. If you detect smoke odor or other odors or 

unusual sound coming from the inside of your device, turn it off and consult to 

technical service.  

Char ge your device with the recommended charging adapter and car lighter 

charger. Inappropriate charging devices will damage the batteries in your device, 

and may cause events such as overheating and explosion or it may harm you, and 

such cases are under the u ser's own responsibility. Make sure the charging 

adapters are supplied with 12 volts (middle +). Do not leave your device open, as 

the batteries in devices which are left open will lose their function in time.  

Lighter charger, charging adapter and batteri es are outside the scope of warranty 

since their life span varies depending on usage. Be careful against short circuits 

while connecting your device to LNB, otherwise the LNB and your device might be 

damaged.  

Issues Regarding Service:  

Do not attempt to rep air your device yourself. Your device will no longer be 

within the scope of warranty if you open its cover. Consult your dealer  or technical 

service for all services regarding the device.  

Use the batteries sold or recommended by the manufacturer.  
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BASIC FEATURES:  

SATFINDER 5 PRO -AHD Real Time and NIT Function Spectrum Analyzer, HD 

Video Display 3.5" Lcd Tft , DVBS/S2 Satellite Signa l Meter Device.  

SATFINDER 5 PRO -AHD is a professional measuring device for ensuring most 

accurate installation of dish antenna. With the device 3.5" Lcd Tft color monitor 

you can display SD and HD Digital TV programs and also the frequency spectrum 

between  950 -2150 Mhz. (in normal and advanced mode).   

The device has 32 different  LNB type memory. It also has user -customizable 

LNB types. 22Khz Tone -  13/18V selectable.  Supports Diseq -C 1.0 -1.1 -1.2 -2.0 

and Multiswitch central systems. It may perform USALS mot or system installations 

and may measure UNICABLE I&II types on a single cable. The Lnb supply has 

protection against short circuits, and has screen warnings.  You can also use 

SATFINDER 5 PRO -AHD as an AHD -TVI -CVI -ANALOG camera test monitor.  

You may use the  device with 3000mAh 7.4V Lithium Polymer charging 

batteries, and charge it with External 220V AC charging device and Car lighter 

charging device. Battery packs and charging circuits are protected against short 

circuits and high currents. Its average Opera ting span is about 4 hours.  This 

sensitive device has many functions, it is versatile and easy to use with bakclight 

keypad. It has got Led Lantern light for dark areas.  

English, Turkish, German, French, Spanish, Portuguese, Russian, Arabic, 

Dutch and Italian OSD Menu Languages are available.  

It is a super lightweight measuring device weighing only 1kg.  with protective  

cover  and batteries.  

 

PRODUCT CONTENT:  

1 pc. SATFINDER 5 PRO -AHD  

1 pc. Protection Bag with Shoulder Strap  

1 pc. 220V Charging Device  

1 pc. Lighter Charging Device  

1 pc. A -V Cable  

1 pc. User Manual  

1 pc. F Female  Connector  
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TECHNICAL FEATURES  

Å Digital HD video Picture. 

Å Satellite orbit and recognition from Spectrum NIT. 

Å Full Band Spectrum Analyzer Real - time ( 350ms )  

Å dBuV, dBmV o r dBm signal strength indicator  

Å Level and BER measurement 

Å Detailed display of signal quality (BER evaluation)  

Å S/N and C/N measurement  

Å Constellation I/Q Diagram 

Å 800 MHz processor speed 

Å 8MB Memory / 512Mb Ram 

Å 5000 TP Capacity  

Å 8000 Tv Channels Capacity  

Å 250 Satellite Capacity 

Å Keyboard with Backlig ht  

Å Led Torch Light 

Å LNB Supply : 13/18V/21V , 22 kHz -  500/650mA  

Å Ka/Ku/C band support. 

Å V/H and L/R selectable polarity  

Å KA-BAND L .O. Frequency: 17.25 -20.25 GHz  

Å 32 LNB Type and 3 Type interchangeable User Lnb  

Å F -  Male Connector Input  

Å Low Threshold  level DVBS2 Tuner ST Processor  

Å Level range: -65 dBm to -  25dBm  

Å FEC Qpsk 1/2, 3/5, 2/3, 3/4, 4/5, 5/6, 8/9, 9/10  

Å FEC 8psk 3/5, 2/3, 3/4, 5/6, 8/9, 9/10  

Å Symbol Rate: 1 to 45Msps  

Å DVBS,  DSS,  DVBS2 / QPSK and 8PSK  

Å DiSEqC 1.0 , 1.1 , 1.2 , 2. 0 

Å DiSEqC 1.2 and USALS Motor Control  

Å Support UNICABLE I&II  

Å USB 2.0 Memory Interface. 

Å Tp frequency update from USB Memory.  

Å Software update via USB Memory.  

Å XP/7/8/10 compatible with Windows ( 32/64 -bit )  

Å Satellite position detection max 1 secon d.  

Å Easy to use with small and light weight design  

Å Long life Lithium-  Poly battery ( 30 00mAh )  

Å 4 hours of battery work time  

Å AHD-TVI -CVI -ANALOG Camera Input  

Å Dimensions (WxHxD) : 18 x 11  x 6 cm  

Å Protective Bag with Shoulder Strap  

Å Weight: about 1 kg including battery  
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FRONT CONTROL PANEL VIEW  
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EQUIPMENT INCLUDED WITH THE PRODUCT:  

 

1 piece of Protective Bag with Shoulder Strap:  

 

The device is protected from harmful effects such as 

dust, dirt and moisture from the outside thanks to the 

hanging protection bag in the box contents. Please do 

not carry your device in the  toolbox. The protection 

bag is not enough for jamming and hard bumps. Your 

device may not be covered by the warranty.  

 

 

 

 

 

 

1 piece of 220V Charging Device:  

With your 12 Volt output electrical charging adapter, you 

can ensure your device is kept charged all the time, and 

thus use your device in environments where electricity 

is not available. Prevent your charging adapter from 

squeezing, impacts and overload. Do not open for 

repairing or examining.  

 

 

1 piece of Lighter Charging Device:  

With your 12 Volt output lighter charging adapter,  you 

can ensure your device is kept charged all the time, and 

thus use your device in environments where electricity is 

not available. You can charge your device while you are 

driving your car. Prevent your lighter charging adapter 

from squeezing, impacts and overload. Do not open for 

repairing or examining.  
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1 piece of A -V Cable:  

You can test the external Video and Audio signals with 

the AV input of your device. You can also test devices 

such as security cameras which require focus and 

direction adjus tment.  

 

 

 

1 piece of  F Female Connector:  

 

Use your F-F Female Connector  in your device all the time. 

With the F-F Female Connector , the Tuner input of your 

device will not be affected by factors such as wearing, 

tearing and overuse.  
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USER INSTRUCTIONS:  

TURNING ON THE DEVICE:  

Open your device by pressing the POWER ON/OFF 

button. The Tv/Radio channel list will appear on the 

screen when you press ENTER on the TV Broadcast 

Screen.  

 

 

 

SOUND ADJUSTMENT:  

While you are watching any channel, you can adjust 

the sound volume with the RIGHT/LEFT buttons or turn 

off the sound by pressing the MUTE button.  

 

 

 

 

COLOR SETTINGS:  

You can adjust the Color settings on the channel picture 

display if you press and keep pressed the EDIT button 

while you are watching any chann el.  

 

 

 

 

LEVEL INDICATOR:  

You can instantly see the signal levels of the displayed 

channel in real time by pressing the LEVEL button any 

time while watching any channel.  
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SATELLITE SEARCH MENU:  

Enter the MAIN MENU by pressing the MENU button, and here select the SATELLITE 

SEARCH menu by using the up and down buttons. Select the satellite for which 

you want to make the dish antenna adjustment or whose signal levels you want to 

see, the transponder  and the lnb type, and press ENTER.  

     

You can see the signal levels on the displayed screen. You can check whether the 

signal levels are at the highest values. You can see the levels on the detailed screen 

by pressing the LEVEL button. You can change  the order of transponders using the 

RIGHT / LEFT buttons.  

 

You can execute a CHANNEL SCAN by pressing ENTER after adjusting the signal 

levels as best as you can. You can make the scanning operations in the form of 

SINGLE TP / ALL TP and BLIND SCAN, and t hen you can add the channels found 

to the CHANNEL LIST following the guidelines on the following pictures.  
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Now the channels are saved and are added to the end of the CHANNEL LIST.  

USALS MOTOR SETTING :  

Choose the DISEQC type as USALS MOTOR in order to use Diseqc Motors with 

Usals commands.  

 

Enter the USAL SETTING menu by pressing and keeping pressed the EDIT button 

for 2 -3 seconds. Enter the coordinates of the region for which you will make the 

satellite adjustment, tick the OK box and the n press GO, ENTER, thus the DISH 

ANTENNA will AUTOMATICALLY turn to the position of the satellite.  
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UNICABLE SETTING MENU:  

You can use this menu for UNICABLE Multiswitch or Unicable SCR lnb types, and 

you can  test them after making these adjustments. First, set the DISEQC type as 

UNICABLE, go to PORT section and keep pressed the EDIT button for 2 -3 seconds.  

   

On this screen you can adjust the output IF Frequencies according to the Unicable 

Multiswitch or U nicable SCR Lnb type which you will TEST. Then you can test the 

signals on the SATELLITE SETTING menu.  

   

DISEQC 1.2 MOTOR SETTING MENU:  

First select Diseqc 1.2 Motor on the DISEQC TYPE section and go to SATELLITE 

SETTING menu signal levels by pressing E NTER. 

   

Here you can see the SIGNAL levels and you can manually turn your Diseqc 1.2 

Motor to EAST / WEST directions with the RIGHT / LEFT keys. In this menu your 

battery may deplete a lot faster than normal since DISEQC MOTOR will draw more 

currents. Y ou are recommended to keep your charging devices with you for this 

type of search.  
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SPECTRUM ANALYSIS MENU:  

Press MENU, then select SPECTRUM ANALYSIS from the MAIN MEN U. After making 

your satellite, LNB voltage, Scan Width and Diseq -c adjustments, select the IF 

frequency you want, and press OK.  

   

The C/N value will appear on the screen when you press the LEVEL key in this 

screen once.  

   

We can save the spectrum le vels on the screen using CAPTURE and SAVE upon 

pressing the MENU button on the SPECTRUM ANALYSIS screen, then later you can 

LOAD them from the memory during your future installations, and make your 

installations again with the same settings.  

 

You can change the SPECTRUM SPEED from the SPEED box. However, you may 

not see some signal levels in detail in the FAST mode.  

You can fit the upper and lower signal levels to the automatic measuring levels 

screen using the AUTO RANGE mode.  
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You can change the IF Frequency, SPAN BANDWIDTH 

and LNB VOLTAGE values by pressing the EDIT key.  

 

 

 

 

TP NIT IDENTIFICATION FEATURE  ON SPECTRUM:  

You can find the CHANNEL LIST and the SATELLITE Position in the Uplink 

automatically by matching the IF Frequenc y arrow to any signal on the Spectrum 

Analysis menu and pressing ENTER.  

     

NOTE: In some cases the wrong satellite name might be displayed because of the 

information in the received NIT data if the NIT data in the signals sent by the 

Broadcasting inst itution is wrong or if the broadcasting institution is broadcasting 

to 2 -3 satellites simultaneously.  

   

You can see the channel lists, and save the channels in the adjustments made with 

the UNIVERSAL lnb.  
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SATELLITE TP CONTROL MENU:  

Press MENU, then select SATELLITE TP C ONTROL from the MAIN MENU. The 

Satellite Tp Control menu enables display of signal levels of several TP frequencies 

on the same screen simultaneously.  

 

SINGLE SATELLITE CONTROL:  

Select SINGLE type and press ENTER after making the necessary SATELLITE 

adjus tments.  

   

As indicated on the above screen, you can see the signal levels of 4 different 

frequencies from 1 satellite on the same screen. This way you can check whether 

the signal levels and antenna setting is correct on all frequencies.  

DUAL SATELLITE CONTROL:  

Select DUAL type and press ENTER after making the necessary SATELLITE 

adjustments.  

   

As indicated on the above screen, you can see the signal levels of 8 different 

frequencies from 2 satellite on the same screen. You can test and check whether 

the Multiswitch and System installations are correct by seeing all frequencies on 

the same screen.  
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CONSTELLATION MENU:  

Press MENU, then select CONSTELLATION from the MAIN MENU. The constellation 

menu shows on a graphic the accuracy of the coordinates of Digital I/Q symbols 

rece ived in any instance.  Enter the Constellation menu, select the satellite and Tp 

frequency whose accuracy you will check, make your adjustments and press 

ENTER. 

   

There are 4 coordinate points in the QPSK signals in the constellation diagram. The 

closer the I / Q points are to each other, the more accurate it is.    

 

There are 8 coordinate points in the DVBS2 / 8PSK signals in the constellation 

diagram. The closer the I / Q points are to each other, the more accurate it is.    
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CROSS POLARITY MENU:  

Press MENU, then sele ct CROSS POLARITY from the MAIN MENU. You can adjust 

the LNB position the best way according to the satellite and frequency using the 

Cross Polarity menu.  

    Enter the Cross Polarity 

menu, select the satellite and Tp frequency for which you will make th e Lnb 

Position adjustment, and press ENTER.  

 

The screen will display levels with the signal level of the polarity of selected TP 

frequency on the top and the cross polarity level on the bottom. The best values 

would be set in this menu with the level of the frequency you selected on the top 

and the other polarity exactly across.  

 

MULTI -LEVEL CONTROL MENU :  

Press MENU, then select MULTI -LEVEL CONTROL from the MAIN MENU.  

     

The Multi -Level Control menu displays the signal levels of one frequency each from 

2 different Diseq -c Port satellites on the same screen can easily make the 

Monoblock Lnb installation , Multi -Focus Dishes and  Multiswitch tests.  
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AUTO PORT SEARCH MENU :  

Press MENU, then select AUTO PORT SEARCH from the MAIN MENU. Here you can 

see which satellite is connected to which Diseq -C por t.  

 Select NONE when there is no Diseq -C switch and the 

cable is directly connected to lnb.  

 

Tone Burst port scan.  

 

Diseq -C 1.0 Port Scan :  
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Diseq -C 1.1 Port Scan :  

 

Unicable Port Scan:  

 

USB / MULTIMEDIA MENU :  

You can perform the procedures which are made via USB on  this menu. You can 

see the photos you saved on your USB.  

      

You can save the CHANNEL LIST in your device to USB. Then you can reload this 

channel list of yours in the USB to your device.  And You can save the software you 

downloaded from our web page www.alpsat.com in the USB, and update your 

device software using the FIRMWARE UPGRADE menu.  
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CHANNEL LIST MENU:  

You can display the CHANNEL LIST from the MAIN MENU or by pressing ENTER 

while watching any channel.  

     

You can select the TV and Radio channels one by one or according to satellite 

name, delete and re -order in the Channel List menu.  

 

ORDERING ACCORDING T O SATELLITE:  Enter the CHANNEL LIST menu, press 

MENU and select a SATELLITE on the screen. In this case only the channels of the 

satellite you selected will appear on the screen.  

 

DELETING CHANNELS:  Press EDIT while you are in the CHANNEL LIST menu, and 

select DELETE.  
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Select the channels you wish to remove one by one using the ENTER key, and then 

press EDIT. If you tick YES when the question "SAVE THE CHANGES?" while exiting 

from all menus appears, the channels will be completely deleted from the list.  

MOVING CHANNELS:  Press EDIT while you are in the CHANNEL LIST menu, and 

select MOVE.  

   

Select the channels you wish to move one by one using the ENTER key, and then 

press EDIT while you are in the position you wish to move the channels to. If you 

tick YES when the question "SAVE THE CHANGES?" while exiting from all menus 

appears, the channels will be moved to the place you selected.  

SATELLITE SETTINGS MENU:  

You can fix the appropriate Diseq - C and LNB types for the satellites and TP 

frequencies in the region you provide s ervice in this menu. This way the 

adjustments you made in all other menus will be used and you will be able to make 

adjustments faster. (Always check the accuracy of your settings since some menus 

use these settings.)  

     

     

On this menu, you can also remove ALL TPs of the satellites and make CHANNEL 

SCAN for these satellites.   
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DEVICE SETTINGS MENU:  

You can make the optimum adjustments for using your device in the device 

settings menu. These settings will facilitate your works both visually and in terms 

of procedures.  

     

     

Below you can see the options in the device settings one by one.  

LANGUAGE: English, Turkish, German, French, Spanish, Portuguese, Russian, 

Arabic, Dutch and Italian.  

INDICATOR : dBuV , dBm , dBmV  

LEVEL ADJUSTMENT: -5dB , 0dB , +5dB  (Used for Small and Large antenna)  

AUTO LOOP : 4 -32  

(Determines the number of satellites to be viewed in Auto Satellite finding menus)  

AUTO OFF: 5 -10 -20 -30 -60 Minutes / OFF  

(The device will be turned off after the duration you had set when you accidentally 

leave the device on)  

OSD DELAY: 1 -2-3-4-5-10 Seconds (You can set the duration of certain OSD 

menus remaining open on the screen)  

ASPECT RATIO: 16:9 WIDE SCREEN / 4:3 NORMAL / AUTOMATIC  

SOUND EFFECTS: OFF / ONLY SATELLITE SEARCH SOUNDS / SEARCH + BRIEF / 

SEARCH + LONG  

SOUND, BRIGHTNESS, COLOR, CONTRAST AND TRANSPARENCY settings can be 

adjusted to facilitate using the device.  
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MEMORY INFORMATION :  

You can see how much of the memory is used with their 

usage ratio details in this menu. Moreover, you can 

monitor t he SOFTWARE and HARDWARE version 

details.  

You can return to FACTORY SETTINGS, delete All TPs, 

and remove All Channels.  

 

BATTERY INFORMATION:  

On this screen you can see your batteries' power level 

and the remaining amount of time. This way you can 

program  the usage of your chargers.  

 

 

 

VOLTAGE TEST:  

On this screen you can see the supply VOLTAGE values 

of the electronic circuits in your device. The boxes will 

indicate OK in GREEN color if it is within the desired 

values.  

 

 

 

AHD-TVI -CVI -ANALOG Test Monitºr Men¿s¿ :  

Cihazēn tuĸ takēmēndaki AV IN tuĸuna bastēĵēnēzda 

cihazēnēz otomatik olarak AHD-TVI -CVI -ANALOG 

moduna ge­er. Cihazēnēzē AHD IN giriĸini kullanarak 

2MP kamera tipleri i­in test monitºr¿ olarak 

kullanabilirsiniz.  
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TROUBLESHOOTING :  

If y our Screen or Device does not Open:   

Your device might have run out of charge. Plug your device to charge adapters and 

wait for 10 minutes. Your device will be begin to be opened.  

You may not have turned your device on via the On/Off button.  

There might be  a short -circuit on Lnb or the LNB cable that you use. This may 

damage your device and is outside the Scope of your Warranty.  

Your device might have been damaged or broken. Consult your service or dealer 

in accordance with the scope of Warranty Conditions.  In no way try to repair it 

yourself, otherwise your device will be out of the Scope of Warranty.  

If Your Device Cannot Be Charged:  

Check whether the Led lights on the charging adapters and at the back of your 

device are lit. If the led lights are not lit,  it is possible that adapters are not plugged 

correctly, or broken. The Battery indicator on the upper right corner of the LCD 

screen will appear full when you plug the Charger.  

Your device might have been damaged or broken. Consult your service or dealer 

in accordance with the scope of Warranty Conditions. In no way try to repair it 

yourself, otherwise your device will be out of the Scope of Warranty.  

If Your Device Does not Indicate Any Signal or Quality During the Adjustment of 

Satellite Direction:  

It is  possible that you have not set your Dish Antenna in the right direction.  

There might be obstacles in front of your dish antenna such as a tree, building or 

electric pole.  

You may not have Selected the correct Lnb Setting on the menu. Exit the menu 

and re -check your lnb settings and the LNB values on your Dish antenna.  

You may not have Selected the correct Satellite on the menu. Exit the menu and 

re -check your settings.  

The frequency you selected may not be broadcasting anymore. You can check this 

frequency  on the web page ñwww.flysat.comò and load the updated frequencies 

with the pc program ( www.alpsat.com ).  

There might be short -circuit or loose contact and similar problems on your Lnb 

cable.  

Your Lnb might be out of order.  

Your device might have been dam aged or broken. Consult your service or dealer 

in accordance with the scope of Warranty Conditions. In no way try to repair it 

yourself, otherwise your device will be out of the Scope of Warranty.   
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SICHERHEITSHINWEISE:  

Zu beachtende Punkte:  

Um ihr Gerªt und sich selbst zu sch¿tzen beachten sie unbedingt die 

folgenden Anweisungen.  

Vor dem Reinigen des Gerªtes ziehen sie bitte das Kabel vom Stecker und 

stellen sie den on/off -Schalter aus und reinigen sie es mit einem tro ckenen Tuch.  

Gebrauchen sie kein Zubehºr und kein Zusatzapparat, das nicht vom 

Hersteller empfohlen wird, da sie so ihrem Gerªt schaden kºnnen und die Garantie 

des Gerªtes ausfªllt. Sch¿tzen sie ihr Gerªt beim Transport vor StºÇen und 

Herunterfallen; ander nfalls kºnnte ihr Gerªt beschªdigt werden. Transportieren sie 

das Gerªt unbedingt in seiner eigenen Tasche und nicht in Werkzeugkasten u. ª. 

Ausstattungen.  

Sch¿tzen sie das Gerªt vor Nªsse und gebrauchen sie es bei Regen und 

Schnee nicht im Freien. Nªsse kann ihrem Gerªt schaden und die Garantie 

aufheben.  

Laden sie das Gerªt mit dem empfohlenen Ladeadapter oder mit dem 

Fahrzeugz¿nder. Unangebrachte Ladeadapter kºnnen den Batterien in ihrem Gerªt 

schaden und zu ¦berhitzung und Explosionen f¿hren und ihnen schaden, wof¿r sie 

dann selbst verantwortlich wªren. Achten sie beim Ladeadapter auf die 12 Volt 

(mittel +) Spannung. Lassen sie das Gerªt nicht offen, weil so die Batterien mit 

der Zeit ihre Funktionen verlieren. Der Z¿ndungsadapter, der Ladeadapter und die 

Batterien hªngen von der Art des Gebrauches ab und liegen somit auÇerhalb der 

Garantie. Bei der Verbindung des Gerªtes mit LNB achten sie auf eine 

Kurzschlussmºglichkeit, andernfalls kºnnte LNB und ihr Gerªt beschªdigt werden. 

Serviceangelegenheiten :  

Versuchen sie nicht ihr Gerªt selber zu reparieren. Die Garantie verfªllt 

sobald sie den Deckel des Gerªtes selber geºffnet haben. Wenden sie sich bzgl. 

jeglicher Dienste f¿r ihr Gerªt an den jeweiligen Verkªufer oder an den technischen 

Dienst.  
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GRUNDFUNKTIONEN:  

Der  SATFINDER   5 HD PRO  ist ein Messinstrument, um Satellitenantennen 

exakt einzurichten. Das Gerªt verf¿gt ¿ber einen 3.5" TFT-Farb -Monitor, welcher 

digitale  Fernsehprogramme, sowie das Frequenzspektrum zwischen 950 -2150 

MHz (im normalen und erweiterten Mod us) darstellen kann.  

Die Polarisation des LNB kann mit einen 22KHz -Ton und/oder mi t 13/18V 

umgeschaltet werden.    Auch DiSEqC -Schalter kºnnen mit diesem Gerªt gesteuert 

werden. Wªhrend SATFINDER 5 PRO -AHD mit dem LNB verbunden ist, ist es vor 

Kurzschl¿ssen gesch¿tzt. Die zentralen Funktionen des digitalen SATFINDER 5 

PRO-AHD kºnnen ¿ber die Tastatur des Gerªtes gesteuert werden. 

Die Stromversorgung des Gerªtes erfolgt ¿ber zwei eingebaute, 

wiederaufladbare Batterie (30 00mAh 7.4V Li -Po ). Diese kann entweder  mit einem 

Ladegerªt oder im Auto aufgeladen werden.Die Eingªnge sind automatisch 

vor  KurzschluÇ gesch¿tzt. Die mittlere Betriebzeit betrªgt 3 Stunden (abhªngig 

vom gerade  angeschlossenen Verbraucher)  Obwohl dieses Prªzisionsinstrument 

viele Funktionen bes itzt, ist es sehr vielseitig und einfach einzusetzen.  Sie kºnnen 

den SATFINDER 5 PRO -AHD auch als AHD -TVI -CVI -ANALOG-Kameratestmonitor 

verwenden.  

13 Men¿sprachen stehen dem User zur Verf¿gung : Deutsch, Englisch, 

T¿rkisch , Spanisch,  Russisch, Franzºsisch, Portugiesisch, Arabisch, 

Niederlªndisch, Italienisch, Serbisch und Polnisch.  

Superleichtes Messgerªt mit tragetasche und Batterie nur 1000 Gramm 

Gewicht.  

LIEFERUMFANG:  

1 pc SATFINDER 5 PRO -AHD 

1 pc Schutztasche mit Schultergurt  

1 pc 220V Ladegerªt 

1 pc Feuerzeug Ladegerªt 

1 pc A -V Kabel  

1 pc Benutzerhandbuch  

1 pc F -F Stecker  
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TECHNISCHE SPEZIFIKATI ONEN    

ÅDigital HD Videobilder. 

ÅSatellitenorbit und Erkennung durch Spektrum NIT.  

ÅVollband Spektrumanalysator in Echtzeit ( 350ms )  

ÅdBuV , dBm V oder dBm Signalstªrkenanzeige 

ÅPegel-  und BER -Messung  

ÅDetaillierte Anzeige der Signalqualitªt (BER-Bewertung)  

ÅS/N-  und C/N -Messung  

ÅI/Q Diagramm der Konstellation 

Å800 MHz Prozessorgeschwindigkeit  

Å8MB Speicher / 512Mb RAM 

Å5000 TP-Kapazitªt  

ÅKapazitªt f¿r 8000 TV-Kanªle  

Å250 Satellitenkapazitªt 

Å Tastatur mit Hintergrundbeleuchtung  

Å LED-Taschenlampe Licht  

Å Schutztasche mit Schultergurt  

ÅLNB-Versorgun g: 13/18V , 22 kHz -  500/650mA  

ÅKa/Ku/C Bandunterst¿tzung. 

ÅV/H und L/R wªhlbare Polaritªt. 

ÅKA-BAND L.O. Frequenz: 17.25 -20.25 GHz  

Å32 LNB-Typen und  3 austauschbare Benutzer Typen  

ÅF -  M Steckverbindung  

ÅDVBS2 Tuner ST Prozessor mit niedriger Schwelle  

ÅPegelspanne: -65 dBm bis -  25dBm  

ÅFEC Qpsk 1/2, 3/5, 2/3, 3/4, 4/5, 5/6, 8/9, 9/10  

ÅFEC 8psk 3/5, 2/3, 3/ 4, 5/6, 8/9, 9/10  

ÅSymbolrate: 1 bis 45Msps  

ÅDVBS,DSS,DVBS2 / QPSK und 8PSK 

ÅDiSEqC 1.0 , 1.1, 1.2 , 2.0 

ÅDiSEqC 1.2 und USALS Motorkontrolle  

ÅUNICABLE I&II kontrolle  

ÅUSB 2.0 Speicherkartenschnittstelle.  

ÅTP Frequenzaktualisierung ¿ber USB-Speicherkarte.  

ÅSoftwareaktualisierung ¿ber USB-Speicherkarte.  

ÅKompatibel mit Windows XP/7/8/10 ( 32/64 -bit )  

ÅSatellitenpositionserfassung max. 1 Sekunden.  

ÅLeicht zu benutzen mit kleinem und leichtem Design  

ÅLanglebige Lithium -Poly -Batterie (3 000mAh)  

Å4 Stunden Batteriedauer  

ÅAHD-TVI -CVI -ANALOG CCTV Video Eingang  

ÅMaÇe (BxHxT) : 18 x 11 x 6 cm  

ÅGewicht: etwa 1 kg mit Batterie 
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VORDERSTEUERUNGSANLEITUNG  

 

 

 

 

 

 

 

 

LNB EINGANG 

AHD-TVI-CVI-ANALOG 

EINGANG 

AV AUSGABE 

12V [!59D9w&¢ EINGANG [!59D9w&¢ LED POWER LED USB ERINNERUNG EINGANG 

NUMERISCHE TASTATUR 

EDIT ς SPAN ς FREQ 

PUNKT 

RICHTUNGS-{/I[«{{9[ 

MUTE ς SAT LISTE 

ON-OFF BUTTON 

LEVEL ς C/N - MOTOR MENU ς SAT ²&I[9b 

LED-LAMPE ON/OFF 

AV ²&I[9b 

TV / RADIO ²&I[9b 

ESCAPE FUNKTION 

OK & EINGEBEN 

LED TORCH LAMPE 
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AUSSTATTUNG MIT DEM PRODUKT:  

 

1 St¿ck Schutztasche mit Schulterriemen:  

 

Die Abdeckung mit Schulterriemen sch¿tzt Ihr Gerªt 

vor negativen ªuÇeren Faktoren wie Staub, Schmutz 

und Herunterfallen. Die Schutzabdeckung kann nicht 

gegen Quetschen und starke StºÇe sch¿tzen. Ihr Gerªt 

kann auÇerhalb des Garantieumfangs liegen. 

 

 

 

 

 

 

1 St¿ck AC 220  V Ladeadapter :  

Dank ihrem 12 Volt Stromadapter kºnnen sie ihr Gerªt 

stets aufladen und ihr Gerªt somit auch gebrauchen, 

wenn kein Strom gegeben ist. Sch¿tzen sie ihren 

Adapter vor Quets chungen, StºÇen und 

¦berbelastungen. ¥ffnen sie den Adapter nicht zum 

Reparieren.  

 

 

1 St¿ck Fahrzeugz¿ndadapter:  

Dank ihrem 12 Volt Fahrzeugz¿ndadapter kºnnen sie ihr 

Gerªt stets aufladen und ihr Gerªt somit auch gebrauchen, 

wenn kein Strom gegeben ist. Sie kºnnen somit selbst bei 

Fahrten ihr Gerªt aufladen. Sch¿tzen sie ihren Adapter vor 

Quetschungen, StºÇen und ¦berbelastungen. ¥ffnen sie 

den Adapter nicht zum Reparieren  
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1 St¿ck A-V Kabel :  

Sie kºnnen die externen Video-  und Audiosignale mit 

dem AV-Eingang Ihres Gerªtes testen. Sie kºnnen auch 

Gerªte wie z. B. Sicherheitskameras testen, die eine 

Fokus -  und Richtungseinstellung erfordern.  

 

 

 

1 St¿ck F-F Weiblicher Verbinder :  

 

 Verwenden Sie Ihre "F-F Female Connector" in Ihrem Gerªt die 

ganze Zeit. Mit dem "F-F Female Female Connector" wird der Tuner-

Eingang Ihres Gerªtes nicht durch Faktoren wie Tragen, ReiÇen und 

¦berbeanspruchung beeinflusst. 
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BEDIENUNGSANLEITUNG :  

DREHEN AUF DEM GER T: 

Erlªuterung: 

Wenn Sie den SATFINDER 5 PRO -AHD einschalten wird 

Ihnen der TV- /Radio -Modus  angezeigt.  

Vom Hauptme n¿ aus, gelangen Sie durch dr¿cken der ESC-

Taste  in den TV -Betrieb.  

 

 

Weitere Tastenbelegungen  

EDIT/COLOR  

 

 

Hier kºnnen: 

Helligkeit  

Farbe  

Kontrast  

mit den Pfeiltasten ƹƷ 

angepasst werden.  

LEFT/RIGHT  Stellt den Ton auf leise/laut  ein.  

DOWN/ UP  Schaltet auf den nªchsten Kanal vor/zur¿ck. 

LIST/MUTE  Schaltet den Ton aus/ein . 

TV/RADIO  Schaltet zwischen TV - /Radiobetrieb  um.  

ENTER  

¥ffnet die Kanalliste . Hier stehen Ihnen die selben Funktionen 

wie schon  in dem Men¿punkt Kanalliste  beschrieben zur 

Verf¿gung. 

MEN¦ ¥ffnet das Hauptmen¿. 

 

LEVEL Taste :  

  

Durch dr¿cken der LEVEL - Taste , werden Ihnen die 

Messwerte des eingestellten Kanal angezeigt.  
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SATELLITEN SUCHE  

Durch dr¿cken der Men¿- Taste  gelangen Sie in das Hauptmen¿. Navigieren sie mit den 

Pfeiltasten ƶƸ zu Satelliten Suche  und dr¿cken Sie, die ENTER - Taste um das Men¿ 

zu ºffnen. 

   

In d em Men¿ Satelliten Suche  stehen Ihnen folgende Einstellungsmºglichkeiten zur 

Verf¿gung. 

SATELLIT  Mit den ƹƷ Pfeiltasten  wªhlen Sie den gew¿nschten Satelliten 

aus.  

Mit den ƶƸ Pfeiltasten  navigieren Sie zu den nªchsten Optionen. 

TP Mit den ƹƷ Pfeiltasten  blªttern sie durch die Transponderliste. 

NETZWERK Hier wird ihnen der Provider der auf dem eingestellten Transponder 

sendet  

angezeigt.  

LNB Mit den ƹƷ Pfeiltasten  gelangen sie zu den verschiedenen LNB -

Typen.  

Hier ist die Type ihres verwendeten LNB einzustellen. ( Zur Auswahl 

stehen 32 LNBôs) 

Universal sind die meistverwendeten LNBós. 

POWER Mit der Ʒ Pfeiltaste  stellen Sie die gew¿nschte LNB-Spannung ein.  

Auto, 13/1 8/21 V -DC 650mA inkl. 22kHz on/off  

DISEQC  

 

Mittels Pfeiltasten  ƹƷ kºnnen sie eine DiSEqC Zuweisung 

durchf¿hren. 

DiSEqC 1.0    ordnet den Satelliten eine -  Adresse (LNB 1 -  4) zu.  

                   Port A, Port B, Port C, Port D  

DiSEqC 1.1    ordnet den Satelliten eine -  Adresse (LNB 1 -  8) zu.  

                   Port 1, Port 2, Port 3, Port 4, Port 5, Port 6, Port 7, Port 

8 

DiSEqC 1.2    dient der Ansteuerung eines Motors f¿r Drehanlagen. 

Usals Motor  f¿r den Betrieb einer Usals motorbetrieb enen  

Anlage.  
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Unicable I&II        erlaubt bis zu 8 und 32 geeignete Receiver ¿ber 

ein gemeinsames Kabel , an ein Unikable LNB oder Unikable 

Multischalter anzuschlieÇen. 

KEINE   f¿r keine DiSEqC Zuweisung 

PORT Mit den ƹƷ Pfeiltasten  wªhlen Sie die einzustellende Port -Adresse 

aus.  

 

Hinweis:  

Durch dr¿cken der LIST -Taste  kºnnen Sie die Einstellungs-Otionen auch in einer Liste 

darstellen.  

Nachdem sie ihre Einstellungen vorgenommen haben, dr¿cken Sie die Enter - Taste  

um in den Suchmodus zu gelangen.  

   

In  der Sat elliten  Suche  werden Ihnen die relevanten Einstellungsdaten und Messwerte 

angezeigt.  

Mit den Pfeiltasten  ƹƷ kºnnen Sie einen  Transponderwechsel vornehmen . 

Signal  Eingangspegel der Signalstªrke in Prozent. 

Qualitªt Eingangspegel der Qualitªt in Prozent. 

C/N  Der Signal -/Rauschabstand in dB. Je hºher der Wert, desto 

besser.  

bBER Die tatsªchliche Bitfehlerrate (Messwerte ab 1.0E-4 sind 

brauchbar).  

POWER PWR, ist der Eingangspegel in dBÕV (Signalstªrke). 

LNB C.  Zeigt die Stromaufnahme  ihre LNB an.  

 

Durch dr¿cken der LEVEL - Taste  ºffnen Sie die Detailansicht der empfangenden 

Messwerte.  

 

Hier erhalten Sie ¿ber jeden gewªhlten Transponder einen Signal-Bericht.  

 



35 
 

 

 

Mit den Pfeiltasten  ƹƷ kºnnen Sie einen 

Transponderwechsel vornehmen . 

 

 

 

BER Die tatsªchliche Bitfehlerrate (Messwerte ab 1.0E-4 sind 

brauchbar).  

B BER-Pegelanzeige in Prozent. Je niedigrer der Wert, desto besser.  

MOD Sendemodus (Modulation) des empfangenden Transponders.  

C/N  Der Signal -/Rauschabstand in dB. Je hºher der Wert, desto 

besser.  

Sat -Signal Anzeige  SCHLECHT, MITTEL, GUT, SEHR GUT, PERFECT  

MER Verhªltnis der Ï Signalleistung zur Ï Fehlerleistung. 

OFFSET Zeigt wie weit ihre LNB von LO verschoben ist.  

LNB C.  Zeigt die Stromaufnahme  ihre LNB an.  

 

Nachdem Sie Ihre Sat -Antenne eingestellt haben, kºnnen Sie einen Scan durchf¿hren. 

Dr¿cken Sie die ENTER - Taste  um in den  Scan - Modus  zu gelangen.  

     

Mit den Pfeiltasten  ƹƷ ƶƸ kºnnen Sie 

diverse Einstellungen f¿r die Kanal-Suche vornehmen.  
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METHODE Single TP: Scanvorgang des eingestellten Transponders.  

ALL TP:     Scanvorgang der angelegten Transponder -Liste.  

BLIND SCAN: Der Satellit wird nach einem vorgegebenen 

Schema  

                    durchsuchen. (erhºhter Zeitaufwand) 

NETZWERK AUS/AN die hinterlegte TP-Tabelle des Providers wird bei AN 

gescannt.  

SATELLIT  Satelliten -Auswahl  

TP Hier kºnnen Sie mit den ƹƷ einen anderen Transponder 

auswªhlen. 

SENDER Freie: Scannt unverschl¿sselte  TV- / Radiosender.  

Freie & verschl¿sselte: Scannt alle TV- / Radiosender.  

 

Navigieren Sie auf START und dr¿cken Sie ENTER um mit den Scan-Vorgang zu 

beginnen.  

 

     

Dr¿cken Sie JA  um die gefundenen Sender zu speicher.  

Diese werden in der Kanalliste hinten angereiht.  

Mit NEIN  werden die Sender nicht gespeichert.  
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USALS MOTOR EINSTELLUNG  

Sollten sie eine  Usals motorbetriebene  Anlage einmessen,  stellen Sie bei  DISEQC USALS 

MOTOR ein.  

 

Um in das Einstellungsmen¿ zu gelangen, halten Sie f¿r ca. 2-3 Sekunden die EDIT -

Taste  gedr¿ckt. 

 

Hier wird eine einzelne Position (z.B. Astra 19,2 Grad Ost) zur Referenz gewªhlt. Geben 

Sie den Breiten -  & Lªngengrad Ihres Standortes ein. Wªhlen Sie den einzustellenden 

Satelliten aus . Der errechnete  Azimuth -Wert wird angezeigt.  

HINWEIS:  

Die notwendigen Drehbewegungen f¿r alle ¿brigen Satelliten werden dann ohne 

manuelles Zutun aus diesen Basiswerten errechnet, die Nachkorrekturen beschrªnken 

sich auf ein Minimum. Die Vorz¿ge von USALS kºnnen Sie allerdings nur nutzen, wenn 

Ihr Receiver mit diesem System ausgestattet ist und sich ¿ber festgelegte 

Steuerungskommandos mit der Antenne verstªndigen kann. 

UNICABLE EINSTELLUNG  

Sollten sie eine  Unicable  Anlage einmessen, stellen Sie bei UNICABLE  I&II  ein.  
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Unikable erlaubt bis zu 8 geeignete Receiver ¿ber ein gemeinsames Kabel an ein 

Unikable LNB oder einen Unikable  I&II  Multischalter anzuschlieÇen. 

Dabei wird jedem Receiver ein Steuerkanal ( MODE 1 -  MODE 8 und UB 1 ï UB 32 ) 

zugeordnet.  

Um in das Einstellungsmen¿ zu gelangen, halten Sie f¿r ca. 2-3 Sekunden die EDIT -

Taste  gedr¿ckt. 

   

Weiterh in erhªlt jeder Receiver eine persºnliche Empfangsfrequenz, auf der das LNB oder 

Multischalter das gewªhlte TV-Programm sendet.  

Die Empfangsfrequenzen sind abhªngig von ihrem Equipment und sind in dessen 

Anleitung zu entnehmen.  

DISEQ 1.2 MOTOR EINSTELLUNGS  

Sollten sie eine  motorbetriebene Antennen einmessen, stellen Sie bei DISEQC DiSEqC 

1.2  ein.  

   

Nachdem Sie alle Ein stellungen vorgenommen haben, dr¿cken Sie die ENTER - Taste  

um das Sat -Suchmen¿ zu ºffnen. 

 

Navigieren Sie auf DISEQC.  

Hier kºnnen Sie mit den Pfeiltasten   ƹƷ den Motor OST/WEST drehen.  

Durch dr¿cken der LEVEL - Taste  ºffnen Sie den Signal-Bericht.  
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SPECTRUM ANALYZER 

Erlªuterung: 

Der Spectrumanalyzer zeigt das anliegende Signal zwischen 950 MHz ï 2150 MHz in 

Echtzeit an.  

Spectrum - NIT Satellitenerkennung  analysiert bereits im Spec trumanalyzer Modus 

das  empfangende Signal, liest den NIT -Datenstrom aus und identifiziert d en Satelliten.  

Navigieren sie mit den Pfeiltasten ƶƸ zu Spectrum Analyzer  und dr¿cken sie die 

Enter - Taste.  

   

In diesem Men¿ stehen Ihnen folgende Einstellungsmºglichkeiten zur Verf¿gung. 

SATELLIT  Mit den ƹƷ Pfeiltasten wªhlen Sie den gew¿nschten Satelliten 

aus.  

Mit den ƶƸ Pfeiltasten  navigieren Sie zu den nªchsten Optionen. 

TP Mit den ƹƷ Pfeiltasten  blªttern sie durch die Transponderliste. 

NETZWERK Hier wird ihnen der Provider der auf dem eingestellten Transponder 

sendet  

angezeigt.  

LNB Mit den ƹƷ Pfeiltasten  gelangen sie zu den verschiedenen LNB -

Typen.  

Hier ist die Type ihres verwendeten LNB einzustellen. ( Zur Auswahl 

stehen 29 LNBôs) 

Universal sind die meistverwendeten LNBós. 

POWER Mit der Ʒ Pfeiltaste  stellen Sie die gew¿nschte LNB-Spannung ein.  

Auto, 13/18/21 V -DC 650mA inkl. 22kHz on/off  

DISEQC  

 

Mittels Pfeiltasten  ƹƷ kºnnen sie eine DiSEqC Zuweisung 

durchf¿hren. 

DiSEqC 1.0    ordnet den Satelliten eine -  Adresse (LNB 1 -  4) zu.  

                   Port A, Port B, Port C, Port D  

DiSEqC 1.1    ordnet den Satelliten eine -  Adresse (LNB 1 -  8) zu.  
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                   Port 1, Port 2, Port 3, Port 4, Port 5, Port 6, Port 7, Port 

8 

DiSEqC 1.2    dient der Ansteuerung eines Motors f¿r Drehanlagen. 

Usals Motor  f¿r den Betrieb einer Usals motorbetrieb enen  

Anlage.  

Unicable        erlaubt bis zu 8 geeignete Receiver ¿ber ein 

gemeinsames Kabel   an ein Unikable LNB oder Unikable 

Multischalter anzuschlieÇen. 

KEINE  f¿r keine DiSEqC Zuweisung 

PORT Mit den ƹƷ Pfeiltasten  wªhlen Sie die einzustellende Port-Adresse 

aus.  

 

Nachdem sie ihre Einstellungen vorgenommen haben, dr¿cken Sie die Enter - Taste  um 

in die Spectrum -Anzeige zu gelangen.  

   

Den Marker kºnnen sie mit den Pfeiltasten ƹƷ verschieben.  

ü Durch dr¿cken der LEVEL - Taste  kºnnen Sie zwischen C/N-Wert und MHz/dB ÕV 
Anzeige  umschalten.  

ü Durch dr¿cken der EDIT - Tate  ºffnen Sie die Darstellungsoptionen . 

 

 

IF Frequenz  Zeigt die Frequenz, auf der sich der Marker befindet.  

Mit Edit gelangen Sie in den Editiermodus um die  Freq. zu 

ªndern. 

Span  Mit den ƹƷ kºnnen Sie die Spannweite verªndern. 

Stellt die Bandbreite in 50, 75, 150, 300, 600 und 1200 MHz -

Schritten dar.  
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Ref.  Mit den ƹƷ kºnnen Sie die Darstellung verªndern. 

Verªndert die Darstellung des RF-Signales (Radio frequency).  

Bereich  Mit den ƹƷ kºnnen Sie die Bereichsdarstellung verªndern. 

Power  Mit den ƹƷ stellen Sie die gew¿nschte LNB-Spannung ein.  

Mit ESC verlassen Sie das Men¿. 

NIT -SATELLITEN IDENTIFIZIERUNG  

Erlªuterung:  

Das Messgerªt ist in der Lage das empfangende Signal zu analysieren und den NIT-

Datenstrom  auszulesen. Durch diese Technik wird der empfangende Satellit identifiziert 

und angezeigt.  Um diesen Vorgang durchzuf¿hren dr¿cke Sie im Spectrum-Analyzer die 

ENTER - Taste .  

   

Schieben Sie den Marker mit den ƹƷ auf eine gew¿nschte Frequenz und dr¿cken Sie 

ENTER . Die NIT -Suche startet. Der identifizierte Satellit wird angezeigt.  

     

Hinweis:  

In einigen Fªllen kann bei der NIT- Identifizierung der falsche Satellit angezeigt werden.  

1. Wenn der Provider falsche NIT -Daten sendet.  

2. Wenn der Provider auf 2 -3 Satelliten gleichzeitig sendet.  
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MEN¦/CAPT. SAT-Taste  

Wenn Sie in der Spectrum -Anzeige die Taste MEN¦/CAPT.SAT dr¿cken stehen Ihnen 

folgende Mºglichkeiten zur Verf¿gung. 

     

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Auto Bereich  Passt den Bereich des Spectrum automatisch an.  

F¿llen/Linie Schaltet zwischen voller, oder Liniendarstellung (Diagramm) um.  

Load Capture  Lªdt die gespeicherten Einstellungen des Spectrum. 

Capture 

speichern  

Speichert die aktuelle Spectrumeinstellung.  

Entfernen 

Capture  

Derzeit keine Funktion!  

Geschwindigkeit  Hier kºnnen Sie die Geschwindigkeit zwischen Normal/Schnell  

wªhlen. 
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TP-KONTROLLE 

Erlªuterung:  

In diesem Men¿ werden ihnen die Empfangsverhªltnisse der  ersten 4 Transponder  des 

eingestellten Satelliten zeitgleich angezeigt.  Diese Funktion eignet sich auch f¿r DUAL-

Anzeige (2 Satelliten) zeitgleich.  So kºnnen sie schnell feststellen, ob grºÇere 

Abweichungen von Messwerten der  einzelnen Transponder vorhanden sind.  Versuchen sie 

den Transponder mit dem niedrigsten Wert zu optimieren.  Diese Funktion  eignet sich 

auch hervorragend zur Fehleranalyse  von  Multischalter  oder QUAD LNB, VL, VH, HL, HH  

Mit ENTER  ºffnen Sie das Einstellungsmen¿. 

     

TP Kontrolle im DUAL - Modus.  

In diesem Modus werden Ihnen jeweils die ersten 4 Transponder von 2 Satelliten 

zeitgleich angezeigt.  

   

Mit ESC gelangen Sie wieder in das Hauptmen¿. 

 

TYP Stellen Sie hier den Typ DUAL ein.  

SATELLIT 1  Hier stellen Sie den gew¿nschten Satelliten ein. 

DISEQC 1  Nehmen Sie hier die DiSEqC -Einstellung vor.  

PORT 1 Legen Sie hier die Port -Adresse von Satellit 1 fest.  

SATELLIT 2  Hier stellen Sie den gew¿nschten Satelliten ein. 

DISEQC 2  Nehmen Sie hier die DiSEqC -Einstellung vor . 

PORT 2 Legen Sie hier die Port -Adresse von Satellit 2 fest.  

Wenn Sie alle Einstellungen vorgenommen haben, dr¿cken Sie die ENTER - Taste . 
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KONSTELLATION  

Erlªuterung: 

Mit dem Konstellationsprogramm des SATFINDER 5 PRO -AHD lassen sich DVB -S / DVB -

S2 Signale  auf ¦bertragungsfehler ¿berpr¿fen. (QPSK /DVB-S, 8PSK / DVB -S2).  Je 

kleiner die Signalwolken  sind, desto stºrungsfreier ist das Signal. 

Mit ENTER  ºffnen Sie das Konstellationsmen¿. 

   

 

Hier kºnnen Sie die Einstellungen wie schon in der Satelliten Suche  beschrieben, 

vornehmen.  

Wenn Sie alle Einstellungen vorgenommen haben, dr¿cken Sie die ENTER - Taste . 

 

     

¶ Relevante Messwerte werden angezeigt.  
¶ Mit der EDIT - Taste  kºnnen Sie die Farbdarstellung der Konstellation verªndern. 

¶ Mit der LEVEL - Taste  ºffnen Sie den Signal Bericht . 

          Dr¿cken Sie im Signal Bericht  die ENTER - Taste  gelangen Sie in den Scan -

Modus . 

¶ Mit der ESC- Taste  gelangen Sie wieder in die Konstellationsanzeige zur¿ck. 

¶ Mit der MEN¦- Taste  gelangen Sie wieder in das Hauptmen¿. 
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X-POL MESSUNG 

Erlªuterung: 

In diesem Men¿ kºnnen sie eine optimale Feinjustierung ihrer Sat-Antenne durchf¿hren. 

Es wird zeitgleich die Polaritªt von h orizontal  u. v ertikal  in einer Pegeldarstellung 

angezeigt.  Versuchen sie die beiden Pegel auf den bestmºglichsten Wert einzustellen. 

Diese Funktion eignet sich zur genauen Bestimmung des LNB -Skew Winkels  

Navigieren sie mit den Pfeiltasten  ƶƸ vom Hauptmen¿ aus zu X- Pol Messung.  

Dr¿cken sie Enter um das Men¿ zu ºffnen. 

     

 

Hier kºnnen Sie die Einstellungen wie schon in der Satelliten Suche  beschrieben, 

vornehmen.  

Wenn Sie alle Einstellungen vorgenommen haben, dr¿cken Sie die ENTER - Taste . 

 

Nehmen sie hier die Feinjustierung vor.  

Mit den Pfeiltasten  ƹƷ kºnnen Sie den Transponder wechseln. 

Mit Men¿ gelangen sie wieder in das Hauptmen¿. 

 

 

 

 

 

 

 


