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SATFINDER

HD PLUS

ENGLISH USER GUIDE

GENERAL SECURITY

Terms to be taken into account:

In order to prevent the danger or damage both to you and to your device follow the
instructions properly exactly.

Before cleaning up your device plug off the electric and charging cable. After that you
may clean up with a dry cloth.

Since it may damage the device and it may invalidate the warranty of the device
please do not use not recommended apparatus and accessories that is not offered by the
manufacturer company of the device. While carrying your device protecting from falling onto
the groun and crashes, or else it may be damaged. Always keep your device inside its cover
bag and do not keep the device together with other equipments inside a tool kit where it may
possibly be damaged.

In rainy and snowy weathers in order to protect from liquid contact do not use your
device at open areas. Liquid contact may damage your equipment and this may invalidate
your warranty.

Charge your device with the recommended product and vehicle intern lighter
mechanism. Charging devices that are inappropriate for us may use the batteries inside your
device or as a consequence of extreme heating may lead to explosions, such situations that
may damage you are within your responsibility. While using charging adapters consider
using 12 volt 1.5A (medium +) feeding adapters. Do not leave the device open, batteries
inside the device left open will be functioning no more. Lighter charge, charging adapter and
batteries according to their usage have different economic life are out of warranty. While
connecting your device to LNB against the short circuit be careful otherwise LNB and your
device may be damaged. Device F-connector input is appropriate for RG-6 cable. Through
using thick cables such as RG11 do not damage F-connector input.

Terms reqgarding the service:

Do not attempt to fix your device individually. When you opened to cover of your
device it will be out of warranty. For entire services regarding the device apply your dealer or
technical service department.
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BASIC FETURES:

- Diseg-c1.0, 1.1

- Diseg-c Switch Support
- Multiswitch Support

- Multi Level Screen

- Auto Satfind

- Auto Search

- Dvb-S & Dvb-S2 Levels
- HD & SD Search

- Ber, Per, C/N Levels

- Qpsk, 8psk Levels

- 13v, 18v / 650 mA

- 31 Types Lnb

16x2 Lcd Display
Input -65 Dbm / -25 Dbm
16 Sat 128 TP Memory
Manuel TP Edit

Lnb Shoutcut Circuit
Easy Lnb Skew

6 Languages

2 Hours Charge Time
4 Hours Work Time
Leather Bag

6cm X 14cm x 8cm
Update via PC

Touch screen membrane: Easy and fast usage with the sensitive

touch screen buttons.

ComPort Connection: You can update the software of your unit and
download frequencies by means of the COM Port connection.

DVB-S2 Tuner : You may adjust the signals quickly and with

precision via the ST processor Tuner.

Easily Charged: You may easily charge your device in any condition
with the charging adapter and with the lighter charging equipment in your

vehicle.

LCD Screen : You may use your device at noon and night with its

16X2 led illuminated LCD screen.

Protection Bag: Your device will be even more durable with its
robust and durable bag which may be worn on your waist and neck.

6 Different Languages : Turkish - English - Dutch - German -

Spanish - French

Attention : Design and features may be modified without

notification.
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FRONT PANEL BUTTONS :

UP CURSOR KEY MENU SCREEN

TURN ON/OFF

SATFINDER
HD PLUS
Menu
LEFT CURSOR KEY ONIOFF B [ ] it i
CONFIRM KEY T
l \ . ' Edit I DVB-S2 SATELLITE SIGNAL METER

SF-02HDP

EXIT KEY

DOWN CURSOR KEY EDIT KEY RIGHT CURSOR KEY

REAR PANEL :

®
AWARNING..!A SATF'NDER

ONLY AUTHORIZED PERSONEL HD PLUS
MAY SERVICE THIS EQUIPMENT
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ACCESSORIES :

AC 220 V Charge Adapter:

With your 12 Volt power supplied charge adapter you may keep your
device charged and thus use your device in places where no power is
available. Prevent vyour charge adapter from squeezing, crashing,
overloading and other similar situations. Do not open it for repair or
examination.

Vehicle Lighter Charge Adapter:

With your 12 Volt power supplied charge adapter you may keep your
device charged and thus use your device in places where no power is
available. You may charge your device in your vehicle while you travel
with this charger. Prevent your lighter charge adapter from squeezing,
crashing, overloading and other similar situations. Do not open it for
repair or examination.

SATFINDER 2 HD-PLUS Leather Bag with Strap :

With your SATFINDER 2 HD-PLUS leather bag you may protect your
device from rainy environments and from impacts that may damage your
device. You may wear it on your waist or neck. It provides easy
transportation.

RS232 Cable for Software and Frequency Update :

You may download software, frequency adjustments and various
updates via your computer to your SATFINDER 2 HD-PLUS device with the
RS232 cable.
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SCREEN OPTIONS

LNB OPTION :

Connect the cable that you input to LNB in your dish antenna to the
LNB input of SATFINDER 2 HD-PLUS. Switch to On position by pushing
On/Off button. There shall be version information during 2 seconds on the
screen. Your device shall open and LNB OPTION menu shall appear on Lcd
screen. SATFINDER 2 HD-PLUS keeps ''31 different LNB types" in the
world in its memory. Select "LNB TYPE" that is suitable for you and push
"ENTER" button.

DISEQ-C OPTION :

Our SATFINDER 2 HD-PLUS device supports Diseqg-c 1.0 and Diseq-c
1.1 systems. Thus, you can perform the measurement of 2, 4 and 8
Diseq-c switches and all Multiswitch systems. Select "Diseq-c port" that is
suitable for you and push the "ENTER" button for the next operation. If
Diseg-c is not connected, select NO option.
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SEARCH MODE

SEARCHING MANUAL SATELLITE:

When we see SEARCH MODE of our SATFINDER 2 HD-PLUS device,
MANUAL option shall appear on the screen at first. If you will make dish
satellite adjustment after selecting a satellite and frequence from your
device's memory, select this menu by "ENTER" button.

After selecting the MANUAL menu, SATELLITE SELECTION menu
shall appear. You can change the satellite of which you want to look for
SIGNAL values by "UP" and "DOWN" buttons and select it by pushing the
"ENTER" button.

You can select one of 8 frequency by pushing the ENTER button if
you want to look of which frequency's SIGNAL values.

After FREQUENCY SELECTION screen, the SIGNAL and QUALITY
values of the frequency that we selected shall appear on the screen. In
addition, there is a battery indicator and lock symbol in the top right
corner of the screen. In the lower right corner, you can see whether the
signal that we measured is DVB-S1 or DVB-S2 or not. You can switch to
the DETAIL SCREEN by pressing ENTER button.

After FREQUENCY SELECTION screen, you can see BER, PER and
C/N values on DETAILS screen.
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SEARCHING AUTOMATIC SATELLITE

When we see SEARCH MODE of our SATFINDER 2 HD-PLUS device,
you can change modes with UP and DOWN buttons. There shall be
AUTOMATIC SATELLITE SEARCH menu on the second line. Select this
menu by "ENTER" button if you want device to show which satellite is
turned without selecting a frequency and a satellite from the memory of
the device.

MULTI-LEVEL MEASUREMENT:

When we see SEARCH MODE option of our SATFINDER 2 HD-PLUS
device, you can change the modes on the screen by UP and DOWN
buttons. On the third line, there shall be MULTI-LEVEL MEASUREMENT
menu. In order to measure signal by 2 satellites which were connected
DISEQC PORT A and DISEQC PORT B at the same time, you can use this
menu. You can use this menu for multiswitch tests and Dual head Inb's in
general. First, which satellite we want to measure on which port, we can
change by using the buttons and then we can push ENTER button and we
can see the quality values of the satellites in PORT A and PORT B.
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SETTINGS

Push MENU button in order to enter the SETTINGS menu. In this
menu, you can adjust the screen's light and darkness rates of writings,
enable or disable the alert sound, select the most convenient language for
you among 6 languages, change the automatic power off time or close
and you can change the satellite number in automatic search with
automatic cycle number. You can read the values of the battery by
entering to the BATTERY & CHARGER screen.

In addition, you can see the device's software version information
on SETTINGS menu and return to factory settings.
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TROUBLESHOOTING :

If You Cannot Turn On Your Screen or Device:

Your device might have run out of charge. Plug your device to
charge adapters and wait for 10 minutes. Your device will be opened.

You may not have turned your device on via the On/Off button.

There might be short-circuit on Lnb or the LNB cable that you use.
This may damage your device and put it out of Scope of Warranty.

If you removed the batteries in order to replace them you may not
have placed them in correct position.

Your device might have been damaged or broken. Consult your
service or dealer in accordance with the scope of Warranty Conditions. In
no way try to repair it yourself, otherwise your device will be out of the
Scope of Warranty.

If Your Device Cannot Be Charged:

The Batter indicator on the upper right of the LCD screen will be full
when you plug the Charger.

If you removed the batteries in order to replace them you may not
have placed them in correct position.

Your device might have been damaged or broken. Consult your
service or dealer in accordance with the scope of Warranty Conditions.

In no way try to repair it yourself, otherwise your device will be out
of the Scope of Warranty.

If Your Device Does not Indicate Any Signal or Quality During

the Adjustment of Satellite Direction:
You may not have adjusted your Dish Antenna in the right direction.

There might be obstacles in front of your dish antenna such as a
tree, building or electric pole.

You may not have Selected the correct Lnb Setting on the menu.
Exit the menu and re-check your Inb settings and the LNB values on your
Dish antenna.

You may not have Selected the correct Satellite on the menu. Exit
the menu and re-check your settings.

The frequency you selected may not be broadcasting anymore. You
may check this frequency on “www.flysat.com” and download updated
frequencies with the www.alpsat.com SATFINDER 2 HD-PLUS Downloader
software.

There might be short-circuit or loose contact and similar problems
on your Lnb cable.

Your Lnb might be out of order. Your device might have been
damaged or broken. Consult your service or dealer in accordance with the
scope of Warranty Conditions. In no way try to repair it yourself,
otherwise your device will be out of the Scope of Warranty.
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HD PLUS
TECHNICAL SPECIFICATIONS :
Frequency : 950 Mhz - 2150 Mhz
Sat Memory 1 16 SAT
TP Memory : Each Satellite 8 TP / Total 128
SymbolRate : 2000 - 45000
FEC : Auto QPSK /8PSK Modes
Max. Input : -65 dBm ~ -15dBm
22 KHZ : Auto
Lnb : 31 Lnb Types
Shgort Cut Circuit : LnbP21
Diseq-C Supports : Diseg-C 1.0, 1.1
Auto Sat Find : Fast Satellite find
BER Levels : Real BER
Screen Light : Green/Yellow Light
Sizes : 6cm x 14cm x 8cm
Weigh : 500 gr
LNB out : 13V / 18V (+- 1V)
Max. Current : 650 mA
Battery : 2200maH 7.4V Lit-Ion
Charge Time : 2 Hours
Battery Work Time : Normally 220 Minutes
Charger : 220V AC/ 12vDC/ 1A
RF Connector : F Type
PC Connection : COM Port
PC Software : Windows Win7/8/10 - 32&64 Bit
Tuner : SERIT TUNER
Sound : Buzzer
Dil : Turkish , English , French , Deutch ,
Nederlands Spanish
Companents : SMD

Accesories :
- Leather Bag
- User Guide
- Charger

- Car Charger
- Rs232 Cable
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TURKCE KULLANIM KILAVUZU
GENEL GUVENLIK

Dikkat Edilecek Konular:

Kendinize yada cihaziniza gelebilecek bir zarar o6nlemek igin
asagidaki talimatlara kesinlikle uyunuz.

Cihazinizi temizlemeden 6nce elektrik kablosunu cekiniz ve On/Off
butonundan kapatiniz ve kuru bez ile temizleyiniz.

Cihaza zarar verebilecedi ve cihazin garantisini gecersiz kilabilecegi
icin cihazin Uretici tarafindan tavsiye edilmeyen aksesuar ya da ilave
aparat kullanmayiniz. Cihazinizi tasirken c¢arpma ve dusmelerden
koruyunuz ; aksi halde cihaz zarar gorebilir. Cihazinizi muhakkak
cantasinin icinde tasityiniz ve takim cantasi gibi kutularda ve zarar
gorebilecegi ekipmanlar ile birlikte tasimayiniz.

Yagmurlu ve karli havalarda sivi temasindan korumak igin cihazinizi
aclk alanda kullanmayiniz. Sivi temasi cihaziniza zarar verebilir ve garanti
kapsami disina gikarabilir.

Cihazinizi tavsiye edilen sarj adaptoéru ve arac ici cakmak sarji ile
sarj ediniz. Kullanilmasi uygun olmayan sarj cihazlar cihazinizin igindeki
pillere zarar verecedi gibi asiri 1sinma patlama gibi sonuglar dogurabilir
sizlere zarar verebilir bu durumlar kullanici sorumlulugundadir. Sarj
adaptorlerini kullanirken 12 volt (orta +) beslemeli olmasina dikkat ediniz.
Cihazi acik birakmayiniz , acik birakilan cihaz igindeki piller zamanla
islevini yitirecektir. Cakmak sarji , sarj adaptért ve piller kullanima gore
omdrleri degiseceginden garanti kapsami disindadir. Cihazinizi LNB ye
baglarken kisa devre olma duruma kars! dikkat ediniz aksi halde LNB ve
cihaziniz zarar gorebilir.

Servisle Ilgili Konular:

Cihazinizi kendiniz tamir etmeye calismayiniz. Cihazinizin kapadini
actiginizda garanti kapsami disinda kalacaktir. Cihaz ile ilgili bitln
hizmetler igin saticiniza ya da teknik servise basvurunuz.
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TEMEL OZELLIKLER:
- Diseg-c1.0, 1.1 - 16x2 Led Ekran
- Diseqg-c Switch Destegi - Giris -65 Dbm / -25 Dbm
- Multiswitch Destegi - 16 Uydu 128 Frekans
- Multi Level Ozelligi - Manuel Frekans Dedisimi
- Auto Uydu Bulma - Kisa Devre Korumasi
- Auto Diseqc Tarama - Kolay Lnb Ayari
- Dvb-S Ve Dvb-S2 Olgim - 6 Farkh Dil Secenegdi
- Hd Ve Sd Yayinlar Olgebilme - 3 Saatte Hizh Sarj
- Ber, Per, C/N Olgimi - 4 Saat Li-Ion Pil Siiresi
- Qpsk, 8psk Seviye Olgiimleri - Uzun Omirlu Canta
- 13v, 18v / 650 mA - 6cm x 14cm x 8cm
- 31 Farkli Lnb Tipi - Pc'den Yazilim ve Frekans

Dokunmatik Membran : Hassas dokunmatik tuslar ile kolay ve hizli
kullanim imkani.

RS232 COM Port Baglanti : ComPort baglantisi sayesinde cihazinizin
Yazilimini glincelleyebilir ve frekans yukleyebilirsiniz.

DVB-S2 Tuner : DVB-S2 Tuner sayesinde hem hassas ve hem hizli
sekilde sinyal ayarlayabilirsiniz.

Kolay Sarj: Sarj adaptori ile her kosulda, cakmak sarji ile aracinizda
kolayca sarj edebilirsiniz.

LCD Ekrani : 16X2 Satir led isikh LCD ekrani ile gece ve gundlz
kullanabilirsiniz.

Koruma Cantasi: Bele ve boyna takilabilen saglam ve uzun omurld
canta sayesinde daha da dayanikl.

6 Farkl Dil : Tiirkce - Ingilizce - Hollanda — Almanca - Ispanyolca -
Fransizca

Dikkat : Tasarim ve ozellikler bildirilmeksizin degistirilebilir.
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ON PANEL TUSLARI :
YUKARI HAREKET TUSU MENU YE GECIS TUSU
AC/KAPA TUSU w

SATFINDER

i \ l I HD PLUS

Menu

SOL HAREKET TUSU ONIOFF. B i ‘ B

ONAY TUSU

Edit DVB-S2 SATELLITE SIGNAL METER
CIKIS TUSU

SF-02HDP

ASAGI HAREKET TUSU DEGISTIRME TUSU SAG HAREKET TUSU

ARKA PANEL :

®
AWARNmeJA SATF'NDER

ONLY AUTHORIZED PERSONEL HD PLUS
MAY SERVICE THIS EQUIPMENT
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AKSESUARLAR :

AC 220 V Sarj Adaptori:

12 Volt cikish elektrikli sarj adaptériniz sayesinde cihazin surekli
sarjli kalmasini saglayabilir bu sayede elektrik bulunmayan ortamlarda
cihazinizi kullanabilirsiniz. Sarj adaptérind sikisma , carpma ve asiri
yukleme gibi durumlardan uzak tutunuz. Tamir etmek yada incelemek igin
igini agmayiniz.

Arac ici Cakmak Sarj Adaptori:

12 Volt cikisli cakmak sarj adaptorinlz sayesinde cihazin strekli
sarjli kalmasini saglayabilir bu sayede elektrik bulunmayan ortamlarda
cihazinizi kullanabilirsiniz. Aracta sarj sayesinde seyahat halinde iken
cihazinizi sarj edebilirsiniz. Cakmak sarj adaptdérinu sikisma , garpma ve
asiri  yukleme gibi durumlardan uzak tutunuz. Tamir etmek yada
incelemek igin agmayiniz.

SATFINDER 2 HD-PLUS Askili Deri Cantasi :

SATFINDER 2 HD-PLUS deri cantasl sayesinde cihazinizi yagmurlu
ortamlardan ve arizaya neden olabilecek carpmalardan koruyabilirsiniz.
Deri cantasi bele ve boyna badglanabilmektedir. Kolay tasima imkani
saglamaktadir.

Yazilim ve Frekans Guncelleme RS232 Kablosu :

RS 232 kablosu ile SATFINDER 2 HD-PLUS cihaziniza bilgisayar
Gzerinden vyazihm , frekans degisiklikleri ve c¢esitli glncellemeleri
yukleyebilirsiniz.
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EKRAN SECENEKLERI

LNB SECIMI :

Canak anteninizdeki LNB’ye girdiginiz kabloyu SATFINDER 2 HD-
PLUS'In Lnb Girisine baglayiniz. Cihazin On/Off butonuna basarak agik
konumuna getiriniz ekranda 2 saniye versiyon bilgisi belirecektir. Cihaziniz
acllacak ve Lcd Ekraninda LNB SECIMI meniisii gelecektir. SATFINDER 2
HD-PLUS dinyadaki “31 farkh Inb tipini” hafizasinda bulundurur. Size
uygun “LNB TIPINI” secin ve bir sonraki islem icin “ENTER” tusuna basiniz.

DISEQ-C SECIMI :

SATFINDER 2 HD-PLUS cihazimiz Diseg-c 1.0 ve Diseg-c 1.1
sistemlerini desteklemektedir. Bu sayede 2'li , 4l ve 8’li Diseg-c
switchlerin  6lcgimi ve tim  Multiswitch sistemlerinin  dlgimuna
gergeklestirebilirsiniz. Size uygun “Diseq-c Portunu” secin ve bir sonraki
islem icin “ENTER” tusuna basiniz. Diseq-c badli degil ise YOK secenedini
seginiz.

Sayfa 17/ 24



®
SATFINDER

HD PLUS

ARAMA MODU

MANUEL UYDU ARAMA:

SATFINDER 2 HD-PLUS cihazimizin ARAMA MODU secenedine
geldigimizde ekrana ilk olarak MENUEL secenedi gelecektir. Cihazinizin
hafizasindan bir uydu ve sonrasinda bir frekans secip canak anteni ayari
yapacaksaniz “ENTER"” tusu ile bu menlyl seginiz.

MANUEL meniisiini sectikten sonra karsimiza UYDU SEGIMI menisi
gelecektir. SINYAL degerlerine bakmak istediginiz uyduyu “YUKARI” ve
“ASAGI” tuslar ile degistirerek ENTER tusuna basarak seginiz.

Sectiginiz uydudaki hangi frekansin SINYAL degerlerine bakmak
istiyorsaniz 8 frekanstan bir tanesini ENTER tusuna basarak segebilirsiniz.

FREKANS SECIMI ekranindan sonra karsimiza sectigimiz frekansin
SINYAL ve KALITE degerleri ekrana cikacaktir. Ayrica ekranin sagd st
kosesinde pil gostergesi ve kilit isareti bulunmaktadir. Sag alt kdsede ise
Olctligiimuiz sinyalin DVB-S1 ya da DVB-S2 olup olmadigini gorebilirsiniz.
ENTER tusuna basarak DETAY EKRANINA gecebilirsiniz.

FREKANS SECIMI ekranindan sonra karsimiza c¢ikacak olan DETAY
Ekraninda BER , PER  ve C/N dederlerini gorebilirsiniz.
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OTOMATIK UYDU ARAMA:

SATFINDER 2 HD-PLUS cihazimizin ARAMA MODU secenedine
geldigimizde ekrana gelen modlari YUKARI ve ASAGI tuslar ile
degistirebilirsiniz. 2. sirada OTOMATIK UYDU ARAMA meniisi bulunacaktir.
Cihazin hafizasindan bir uydu ve sonrasin da bir frekans secmeden direk
canak anteni hangi uyduya cevirdigimizi hafizasinda olan uydular dahilinde
gbstermesini istiyorsaniz "ENTER"” tusu ile bu mentyU seginiz.

COKLU SEVIYE OLCUMU:

SATFINDER 2 HD-PLUS cihazimizin ARAMA MODU segenegine
geldigimizde ekrana gelen modlari YUKARI ve ASAGI tuslan ile
degistirebilirsiniz. 3. sirada COKLU SEVIYE OLCUM meniisii bulunacaktir.
Cihazin ayni anda DISEQC PORT A ve DISEQC PORT B baglanmis 2
uydunun sinyal olgebilmesi icin bu menuyl kullanabilirsiniz. Genellikle
multiswitch testleri ve Dual cift kafa Lnb'ler igin bu menuylu
kullanabilirsiniz. Oncelikle hangi portta hangi uyduyu 6lcmek istiyorsak
tuslari kullanarak degistirebilirsiniz daha sonra ENTER tusuna basarak
PORT A ve PORT B deki uydularin kalite dederlerini gorebilirsiniz.

2 b e a;rr”
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AYARLAR

AYARLAR meniisiine girmek icin MENU tusuna basiniz. Bu meniide
Ekranin Isigini ve yazilarin koyuluk oranini ayarlayabilir , Uyar seslerini
acip kapayabilir , 6 Lisanin icinden size en uygununu secgebilir , Cihazin
Oto Kapanma siresini dedistirebilir yada kapatabilir ve Otomatik
Aramalardaki uydu adetini Oto Dongl sayisi ile degistirebilirsiniz.
BATARYA & SARJ ekranina girerek pil degerlerini okuyabilirsiniz.

AYARLAR menusinde ayrica cihazin yazihm versiyon bilgisini
gorebilir ve Fabrika ayarlarina geri dénebilirsiniz.
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SORUN GIDERME :

Ekranin ve Cihazin Acilmamasi Durumunda:

Cihazin sarji bitmis olabilir. Sarj adaptérlerine takip 10 dk
bekledikten sonra cihaziniz agilacaktir.

Cihazin On/Off diigmesinden cihazi agmamis olabilirsiniz.

Lnb’de veya kullandiginiz LNB kablosunda kisa devre olabilir. Bu
durum cihaziniza zarar verebilir ve Garanti Kapsami disinda birakir.

Cihazin pillerini degistirmek icin ¢ikardi iseniz ters takmis olabilirsiniz.

Cihaziniz zarar gérmus ya da arizalanmis olabilir. Garanti Sartlar
kapsamindaki durumlara uygun olarak servis veya saticiniza basvurunuz.
Kesinlikle kendiniz tamir etmeye c¢alismayiniz bu durumda Garanti
Kapsami disinda kalacaktir.

Cihazin Sarj Edilememesi Durumunda:

LCD ekranin sag Ust kosesinde Pil gostergesi Sarji taktiginizda
tamamen dolu gbézukecektir.

Cihazin pillerini degistirmek igin cikardi iseniz ters takmis olabilirsiniz

Cihaziniz zarar gérmus ya da arizalanmis olabilir. Garanti Sartlari
kapsamindaki durumlara uygun olarak servis veya saticiniza basvurunuz.

Kesinlikle kendiniz tamir etmeye calismayiniz bu durumda Garanti
Kapsami disinda kalacaktir.

Cihaziniz Uydu Yon Ayarinda Sinyal Ve Kalite Gostermiyorsa:
Hala Canak Anteninizi dogru yénde ayarlayamamis olabilirsiniz.

Canak anteninizin O6ninde adag, bina veya elektrik diredi gibi
engeller olabilir.

Menlden dogru Lnb Ayari Secgimi yapmamis olabilirsiniz. Meniliden
cikip tekrar Inb ayarlarinizi ve Canak anteninizin Ustiindeki LNB degerlerini
kontrol ediniz.

Menlden dodgru Uydu secimi yapmamis olabilirsiniz. Meniden
cikarak tekrar bu ayarlarinizi kontrol ediniz.

Secmis oldugunuz frekans artik yayinda olmayabilir. Bu frekansi
“www.flysat.com” sitesinden kontrol edebilirsiniz ve SATFINDER 2 HD-
PLUS Downloader programi ile giincel frekanslari ytkleyebilirsiniz.

Lnb kablonuzda kisa devre yada temassizlik gibi sorunlar olabilir.

Lnb’niz arnizali olabilir.

Cihazini zarar goérmuls yada arizalanmis olabilir. Garanti Sartlari
kapsamindaki durumlara uygun olarak servis veya saticiniza basvurunuz.
Kesinlikle kendiniz tamir etmeye c¢alismayiniz bu durumda Garanti
Kapsami disinda kalacaktir.
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TEKNIK OZELLIKLER:

Frekans Arahgi
Uydu Sayisi
Frekans Sayisi
SymbolRate

FEC

Max. Sinyal alimi
22 KHZ

Olcim Yapilabilen LNB tipleri

Kisa Devre Koruma
Diseqg-C Protokolu
Oto Uydu Bulma
Yeni Frekans Girisi
BER Seviyesi

Ekran Aydinlatmasi
Ebat

Agirhk

LNB Cikis Gerilimi
Max. Gug Harcamasi
Pil

Sarj Sdresi

Pil Calisma Suresi
Sarj Adaptori

Arag Sarji

Ekran Tipi

RF Konnektor

PC Baglantisi

PC Yazilimi

Tuner

Ses

Dil

Kompanent

Aksesuarlar :

- Koruma Cantasi

- Kullanim Kilavuzu
- Sarj Adaptéru

- Arag Sarji

- RS 232 Kablosu
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: 950 Mhz - 2150 Mhz

: 16 Uydu

: Her uyduda 8 Frekans
: 2000 ile 45000 arasi

: Otomatik QPSK /8PSK
: -65 dBm ~ -15dBm

: Otomatik

: 31 Lnb Tipi

: LnbP21

: Diseg-C 1.0, 1.1

: Hizli Uydu Ismi Bulma

: Frekansi degistirme yeniden girme
: Gercek Ber Seviye Gostergesi
: Yesil-Sarn Isik
: 6cm x 14cm x 8cm
: 500 gr
: 13V ve 18V (+- 1V)
: 750 mA
: 2000maH 7.4V Lit-Ion
: 3-4 Saat
: Normal Kosullarda ~220 Dakika
: 220V AC giris, 12VDC cikis, 1A
12V 1A
: 16X2 Isikh LCD
: F tipi Konnektor
: RS 232 Port
: Windows 98/Xp/Vista/Win7 - 32&64 Bit
: DVB-S/S2 SERIT
: Buzzer ile sesli uyari
: Turkge , Inglllzce Fransizca , Almanca ,
HoIIandaca Ispanyolca
: SMD
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T.C.
SANAYI VE TICARET BAKANLIGI
TUKETICININ VE REKABETIN KORUNMASI
GENEL MUDURLUGU

GARANTI BELGESI

IMALATCI FIRMA VE SERViIS

UNVANI :  ALPSAT ELEKTRONIK SAN. VE TIC. LTD. STI

ADRESI :  HALIL RIFAT PASA MAH. PERPA TICARET
MERKEZI B.BLOK KAT:11 N0:1697-1699
OKMEYDANI / SISLI / ISTANNBUL

TELEFONU : +9 0212-222 85 50

FAKSI : +9 0212-222 85 52

MALIN

CiNsi : YAYIN TEST CIHAZI
MARKASI : SATFINDER 2 HD PLUS
MODELI _ : SF-02HDP

GARANTI SURESI B 2 YIL.

AZAMI TAMIR SURESI : 20 GUN

SERI NO :

SATICI FIRMANIN

UNVANI

ADRESI

TELEFON VE FAXI
FATURA TARIHI VE NO
TARIH - IMZA - KASE
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